
Department of the Interior Airport Directory Landing Site Worksheet 

Please provide the following information about the landing site you are requesting added to the DOI 
Airport Directory.  Submit this request to your RAM/SAM for evaluation.  Please include the following 
information: 

Date 

        Duty Station      

 Site Coordinates (DD MM.mm) 

 Slope 

       Surface Type  

  Width   Orientation  

  Width    Orientation  

 Maintained (Y/N)   Yes          No      

Required information: 

Requesting Pilot’s Name 

Agency, RAM/SAM 

Site Name 

Elevation  

Surface Condition 

Primary Landing Site Length  

Secondary Landing Site Length  

Attended (Y/N)  Yes          No      

Point of Contact for Site Conditions 

Frequency of Use  

PPE Recommendation and Justification 

Anticipated Seasonality of Use   

Anticipated Inspection Frequency   

Other Information  



Obstacle description (enter description of obstacle as it relates to the landing site and landing direction)   
    Approach          Departure  
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Aerial 
Approach   Departure 


	Approach_Image_1_af_image: 
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	Departure_Image_1_af_image: 
	Departure_Image_2_af_image: 
	Obstacle_2: 
	Obstacle_1: None
	Obstacle_3: 
	Obstacle_4: 
	Obstacle_5: 
	Obstacle_6: 
	Other_Information: This section of BLM road 103 has been widened to accommodate aircraft landing. The landing strip will be used for support of law enforcement for GRCA and PARA backcountry ops. The road is graded approximately twice per year. A high and low reconnaissance will be performed before all landings. The surface stays dry and unaltered except for winter and monsoon season. During periods of frequent precipitation the strip will not be used due to the potential for soft spots. Traffic is very light in the area; when there is traffic in the area operations will be postponed until traffic is clear.The airstrip is located on a level plateau. There are no obstructions on the approach/ departure paths.
	Anticipated_Inspection_Frequency: weekly, depending on time of year and recency of precip
	Anticipated_Seasonality_of_Use: year round 
	PPE_Recommendation_and_Justification: No PPE required due to frequency of use and unchanging nature
	Frequency_of-Use:  20 takeoff and landing ops per year
	Point_of_Contact_for_Site_Conditions: Galen Howell
	Secondary_Landing_Site_Orientation: 
	Secondary_Landing_Site_Width: 
	Secondary_Landing_Site_Length: N/A
	Primary_Landing_Site_Length: 2200'
	Primary_Landing_Site_Width: 50'
	Primary_Landing_Site_Orientation: SW/NE 
	Surface_Condition: smooth to small bumps
	Surface_Type: gravel roadway
	Elevation: 5420
	Slope: level
	Site_Name: Wildcat Strip
	Site_Coordinates: N36 14.99 W113 34.10
	Duty_Station: Grand Canyon NP
	Agency_RAM/SAM: NPS Intermountain Region, RAM Jager
	Requesting_Pilots_Name: Galen Howell
	Date: 7/13/2023
	Attended: No
	Maintained: Yes


